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Urban concept 
 The urban-architectural idea of the project is to maintain a balance between the city and 
nature by linking its characters together thus creating a good-quality living and working 
environment. The idea of the complex composition could be simply described as a forest in a city.  
 People who live and work in the city need a balance between the urban environment and 
nature. Working in an office is perceived as a space in an urban context, surrounded by a 
multifunctional “concrete” infrastructure that grows out of the network of streets and sidewalks, 
transportation, and the dynamics of the city’s population. In the meantime, the living space is 
recognized as an area of privacy away from the noise of the city and is associated with peace, 
cleanliness, and relaxation.  Spending much of their time outdoors in a city, residents need a 
connection to the natural environment and ecology. For this reason, a green square is designed filled 
with forest plants, playgrounds, outdoor workplaces, and recreational zones for residents and office 
workers. 

Additionally, the forest space of the complex complements the green spaces on Lvovo and 
Krokuvos streets. Jablonskio Square, “Dragon‘s field“, Kernavės Square, Krokuvos Square, and 
Japanese garden are connected by streets infrastructure.  

Urban block perimeter is developed by locating high-rise point buildings in the corners and 
joining them with a two-story stylobate (plinth) on the western and northern sides (along Krokuvos 
str.) of the plot. Since Vilnius city development plan describes Lvovo street as the main street of the 
right city center, the buildings with active facades, entrances, terraces, and greenery are designed on 
the eastern and southern sides of the plot by maintaining the perimeter of the block. Furthermore, 
those buildings are linked with a semi-covered pergola, opening the inner space of the complex to 
the intersection of Lvovo and Kernavės streets. The highlight of the intersection is a 24-story 
apartment tower. 

In order to meet competition program requirements, the volume of the complex is divided 
into four parts. In this way, buildings are thinner and do not dissonate disturbingly with the existing 
context in the first and second projection planes of the right bank of the river.  The layout and 
volumes of the complex are formed by four vertical elements which are located in a chess-like order 
and oriented to the south towards the left bank of the river, from which is the main overview of this 
plot. This asymmetrical arrangement on the site makes the complex view multilayered when 
observing from the city center.   

The heights of the buildings gradually decrease from east to west and compositionally 
complement the curve of the urban hill of the right bank of the Neris River. 
 The proportion of the buildings are designed according to the competition requirements and 
by searching integrity in the silhouette of the city. Therefore, the program of the task is located in 
various buildings. Some part of the complex shares the same program in order to reduce the 
dimensions of the buildings. (Part of the apartments are moved from residential building to the 
tower without exceeding its capable height and total area numbers.  
The simplicity of the complex and its unobtrusive forms do not dissonate but complement the 
composition of the urban hill on the right bank of the river. 

At the moment, administrative buildings predominate Lvovo street. The commercial 
premises on the street works only in the daytime. As a result, the street becomes empty and lifeless 
after business hours in the evening, when the office lights go out and people come back to the 
residential areas. A key factor of the liveliness of the streets is the movement of people which is 
mainly executed by the residents. In the Šnipiškės district, the residential houses that are located at 
the beginning of Lvovo street behind the State Enterprise Centre of Registers and at the end at the 
intersection with Linkmenu street, will be replaced with new, modern, and sustainable buildings as 
the territory develop. In consequence, when designing the complex, we propose to increase the 
number of apartments, in this way creating more liveliness in Lvovo Street during the evening. 
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A part of the forest inside a city. The idea of the project is to maintain a balance between the 
city and nature by linking its characters together thus creating a good-quality living and 
working environment. Spending much of their time outdoors in a city, residents need a 
connection to the natural environment and ecology. In the center of a complex, green space 
is designed - a square with an area of forest vegetation. 

The program of the task is located in various volumes of the buildings. Some part of the 
complex shares the same program in order to reduce the dimensions of the buildings. (Part 
of the apartments are moved from residential building to the tower without exceeding its 
capable height and total area numbers. 
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Architectural idea 
The core of the complex is a public square in the center, covered with a wooden glazed 

pergola. This main square connects all buildings with different programs keeping as much space as 
needed in between them. Furthermore, from a vertical point of view, the pergola divides the 
building complex into public and private levels.  

First level – public space. In the middle of a square, a rectangular area of forest vegetation is 
formed that is rotated perpendicular to the outer edges. In such a manner, four smaller public 
spaces appear which inhabit a great variety of functions, terraces of cafes and restaurants. In the 
green zone, a children‘s playground, recreation zones, and outdoor workplaces appear for the 
residents, visitors, and workers of the complex. Commercial, service, and public premises are located 
on the perimeter of the square, on the ground floor, and the mezzanine. Additionally, a glazed 
pergola over the perimeter covers public space from the rain which makes it suitable for events, 
outdoor cafes, and pedestrian movement in general. The main entrance to the square is intuitive, 
expressive and has a visible opening to the intersection of Lvovo and Kernavės streets. 

Second level – space of working and living. For residential and office buildings designed 
above commercial and public premises, the pergola acts as a sound barrier against the noise of the 
public space. 
  The square of the complex is visually and architecturally connected to Kernavės Square in 
which the system of livable spaces is created. It includes rest zones, outdoor workplaces, and outside 
lounges. The square is planted with trees and other decorative vegetation. 

The residential and office buildings on the plot are arranged in a checkerboard pattern, 
keeping the maximum distance between them for a comfortable sense of space and opening up the 
view of the city. A tower and a residential house are being designed in the eastern and western 
parts, while office buildings are located in the southern and northern parts of the plot. This layout of 
the buildings diversifies the composition of the architectural expression and gives the block liveliness 
during the evening when the interior lighting of the office buildings is switched off after working 
hours and the residential buildings are lit up, active. 

The architectural expression of the complex is designed to maintain a balance between 
urban and natural characters. The materiality of the building facades was chosen according to the 
philosophy of work and rest. 

The concept of working in an office is often perceived as a space in an urban context, 
surrounded by multifunctional “concrete” infrastructure: buildings, a network of streets and 
sidewalks, the dynamics of transport, and the urban population. For this reason, the facades of the 
office buildings are made from concrete that is more in line with the rhythm of the city. The graphics 
and division of the facades are dominated by verticals, which favor the possibilities of the interior. 

Living space is perceived as an area of privacy away from the noise of the city and is 
associated with peace, cleanliness, and relaxation. Spending much of their time outdoors in a city, 
residents need a connection to the natural environment and ecology. Accordingly, the facades of the 
residential houses are finished with wood that has to meet fire safety requirements. The graphics of 
the are dominated by a form of a square. In this way, glazing as much of the living space as possible 
gives residents more room and light to their apartments.  

Using these two finishing materials, an architectural “interweaving” of functions is created. 
The concrete facades of the office buildings, as they grow from the network of streets and sidewalks, 
are joined to the concrete floor of the public square. The wooden facades of the residential buildings 
connect to a wooden pergola designed above the square.  

The center of the composition - public square with the forest vegetation – unifies those two 
different architectural materiality expressions. 
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The core of the complex is a public square in the center, covered with a wooden glazed 
pergola. This main square connects all buildings with different programs. From a vertical 
point of view, the pergola divides the building complex into two levels. One – public space, a 
square, another – working and living private space. 
 

 

 

 
 
A glazed pergola over the perimeter covers public space from the rain which makes it 
suitable for events, outdoor cafes, and pedestrian movement in general. For residential and 
office buildings designed above commercial and public premises, the pergola acts as a sound 
barrier against the noise of the public space. 
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The expressively visible entrance to the complex is designed from Lvovo and Kernavės 
street. Therefore, those edges of the complex are open in order to draw people in from the 
streets. The main entrance to the square is intuitive and representative and has a visible 
opening to the intersection of Lvovo and Kernavės streets. 

 
 Using two finishing materials, an architectural “interweaving” of functions is created. The 
concrete facades of the office buildings, as they grow from the network of streets and 
sidewalks, are joined to the concrete floor of the public square. The wooden facades of the 
residential buildings connect to a wooden pergola designed above the square. The center of 
the composition - public square with the forest vegetation – unifies those two different 
architectural materiality expressions. 
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Functional layout 
Between an area of forest vegetation, formed in the middle of the square of the complex, 

and the buildings various separated functions appear with terraces for cafes and restaurants. In the 
green zone, a children's playground, recreation, communication zones, and outdoor workplaces are 
being designed. Commercial and public premises are located on the perimeter of the square, on the 
ground floor, and the mezzanines of the buildings. A partially glazed pergola is designed above the 
spaces intended for pedestrian movement and events in the square. It also covers the terraces of 
cafes and restaurants. The pergola protects these spaces from rain and acts as a sound barrier for 
the residential and office buildings designed above. 

The buildings of the complex are designed on the perimeter of the plot. Entrances to 
residential and office buildings and planned commercial and public premises are designed from the 
inner square, as well as from Lvovo and Kernavės streets, providing liveliness inside and outside the 
complex. On commercial premises roofs between the point buildings, the sports grounds appear for 
residents and office workers. They are accessed from the main square. Additionally, bicycle parking 
spaces are designed inside and outside the square, and in Kernavės square too.  

There are three open staircases and a group of elevators for visitors from the underground 
car park to the complex square. 

The square of the complex and Kernavės square are both visually and architecturally 
mimicked. Both provide a system of livable areas for rest, communication, and work in the outdoors.  

Tower (24-storey building A) at the intersection of Lvovo and Kernavė streets. The entrance 
to the tower building is located in Lvovo Street, but the frameless glazed lobby faces Kernavė street 
too. It has a height of 9.7m. In the lobby, there are rooms for building staff and concierge, also small 
meetings rooms, a waiting room, and toilets. Apart from the lobby, the first floor also inhabits 
commercial premises that have entrances from Kernavės street and the main square. Moreover, 
there are mezzanines designed having a visual connection to the first floor, which locates meetings 
rooms, staff rooms, security post, and shared toilet facilities.  

2-8 floors of the tower have one- and two-bedroom apartments with balconies (size varies 
from 40 to 55 sq. m, ceiling height of 2.80 m). 9-14 floors have two- and three-bedroom apartments 
with balconies (size varies from 50 to 75 sq. m, ceiling height of 2.80 m). 15-20 floors have three- 
and four-bedroom apartments with balconies (size varies from 100 to 120 sq. m, ceiling height of 
3.00 m). 21-23 floors have five-room apartments with terraces (200 sq. m size and 3.40 m ceiling 
height). On the 24th floor, there is a glazed lounge for the residents of the tower with a swimming 
pool, saunas, jacuzzi, and technical premises. All the corridors and elevator halls are provided with 
natural light. The building has three elevators in total, one of them is a heavy load freight elevator, 
and two staircases that ensure comfortable movement between the floors and the evacuation if 
needed. 

Office building (12-story building B) near Lvovo street. Entrance to building from the inner 
square of the complex. The lobby inhabits a reception, information center, meeting and lounge 
areas, and toilet facilities. It also has a conference hall with natural light. The first floor also has 
mezzanines that have a visual connection to the lobby. There are meeting rooms with natural light 
and a small kitchen. Furthermore, there are commercial premises designed on the first floor that 
could be accessed from Lvovo street and the inner square. A small 600 sq. m grocery store is located 
on the corner of the first floor at the intersection of Lvovo and Lietuvos Statutų streets. Side 
entrance for services is designed in the western part of the plot where the driveway is located on the 
land used for the easement of the public roads.  The ceiling height of the ground floor with 
mezzanines is 6.55 m. 

Administrative premises are being designed on the 2nd - 12th floors of the building. The 
floor area that mostly consists of open workspaces is 800 sq m. Yet a small number of fixed location 
offices and meeting rooms is provided for individual work. In the central part of the floor,  lounge 
rooms for active and passive rest, phone booths, service rooms, kitchens, and sanitary facilities are 
being designed. Open workplaces are located in the perimeter of the building, near the facade‘s 
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windows, to maximize the distribution of the natural light source. Even though the design proposal is 
an open workplace system, the building could be easily redesigned to the private cabinet system 
according to the client's needs. The floor ceiling height is  3.00 m. Elevator halls are also provided 
with natural light. The building has four elevators in total, one of them is a heavy load freight 
elevator, and two staircases that ensure comfortable movement between the floors and the 
evacuation if needed. 

Residential house (17-story building C) on the west side of the plot. The entrance to the 
building is located from the inner square of the complex. The lobby inhabits meeting rooms for 
residents, elevator halls, and toilet facilities.  

Additionally, this building hosts a market hall, which faces the inner square and is the main 
attraction point of the block. The market hall could be seen from the intersection of Lvovo and 
Kernavės streets. It is an area of 800 m2 where different food suppliers are accommodated and their 
food islands are flexibly arranged according to their needs. The ceiling height of the market hall is 
6.55 m. In a western part of the building, a kindergarten is designed. A children’s playground is 
located in the green area of the complex’s square. 

2-17 floors of the residential building have one- and two-bedroom apartments with 
balconies (size varies from 40 to 55 sq. m, ceiling height of 2.80 m). All the corridors and elevator 
halls are provided with natural light. The building has two groups of three elevators, one of them is a 
heavy load freight elevator and two staircases which ensures comfortable movement between the 
floors and the evacuation if needed. 

Office building (17-story building D) on the north side of the plot. Entrance to building from 
the inner square of the complex. The lobby inhabits a reception, information center, meeting and 
lounge areas, and toilet facilities. It also has a conference hall with natural light. The first floor also 
has mezzanines that have a visual connection to the lobby. There are meeting rooms with natural 
light and a small kitchen. Furthermore, there are commercial premises designed on the first floor 
that could be accessed from the inner square. The remaining part of the ground floor is designed for 
commercial premises, a gym, and a SPA, which could be accessed from the inner square of the 
complex. The ceiling height of the first floor is 6.55 m.  

Offices are being designed on the 2nd - 17th floors of the building. The floor area that mostly 
consists of open workspaces is 900 sq m. Yet a small number of fixed location offices and meeting 
rooms is provided for individual work. In the central part of the floor,  lounge rooms for active and 
passive rest, phone booths, service rooms, kitchens, and sanitary facilities are being designed. Open 
workplaces are located in the perimeter of the building, near the facade‘s windows, in order to 
maximize the distribution of the natural light source. Even though the design proposal is an open 
workplace system, the building could be easily redesigned to the private cabinet system according to 
the client's needs. The floor ceiling height is  3.00 m. Elevator halls are also provided with natural 
light. The building has two groups of four elevators, one of them is a heavy load freight elevator and 
two staircases which ensures comfortable movement between the floors and the evacuation if 
needed. 

A parking lot for residents, workers, and visitors is designed on two underground floors (-1 
and -2) of the complex. Its capacity is 602 parking spaces. The number of parking spaces is calculated 
according to the need and the coefficient of parking zones in the territory of Vilnius City 
Municipality. If there is a need to increase the number of parking spaces, it is possible to build a third 
underground floor of the car park. 

There is separate bicycle storage for residents and office workers in the underground 
parking. The technical service premises for the buildings are also designed on underground floors at 
the external walls bordering the main streets with its underground infrastructure. Elevators and 
evacuation staircases are designed to reach underground from every building of the complex. 

To reach the inner outdoor square of the complex from the underground, three open 
staircases with elevators are designed. Access to the car park is from Lvovo Street on the land used 
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for the easement of the public roads. The exit of the underground parking is designed to Krokuvos 
street. 

 
 
 
 

Spatial configuration and movement 
The structure of the complex is a public square with buildings around it. The complex is 

developed by perimeter slabs (two-story-high commercial premises on the west side of the plot and 

in Krokuvos street side) with pointing high-rise buildings. To achieve liveliness in the center of the 

complex, the main entrances to the commercial, administrative and residential buildings are planned 

from the inner square. A square with a green area of forest vegetation is designed for recreation, 

events and serves well for terraces of cafes and restaurants. The expressively visible entrance to the 

complex is designed from Lvovo and Kernavės street. Therefore, those edges of the complex are 

open in order to draw people in from the streets.  

The square spaces are designed for pedestrian movement, outdoor cafes, and events with a 

glazed pergola on the perimeter to protect against rain. 

Commercial premises are planned on the outer perimeter of the complex from Lvovo and 

Kernavės streets. 

Residential and office buildings are being designed in the complex. 

The entrances and lobbies of the residential house are facing the inner square giving the 

residents direct access to the green forest area with recreation zones, walking paths, and a 

children’s playground. Residents are provided with two sports grounds above the commercial 

premises, which can be reached by stairs from the square. A kindergarten is being designed on the 

ground floor and mezzanine of the residential house. 

The entrance to the residential house - the tower is designed in a representative place, at 

the intersection of Lvovo and Kernavė streets. The lobby has a concierge work area, a large meeting 

area, and a lounge. Exiting the tower people can access the green square with its commercial 

premises under the glazed pergola.  

The entrances to the office buildings will be provided from the square, giving office workers 

direct access to the commercial, service, and public premises designed in the square. Moreover, 

there are rest zones, outdoor workplaces, and outside lounges both in a green inner square and 

adjoining Kernavės square. Office staff can also use the outdoor sports grounds provided above the 

commercial premises. 

Service side-entrances and space for unloading goods of commercial premises and cafes are 

planned from the western part of the plot, on the land used for the easement of the public roads.   

In the basement of the complex, a two-level underground car park is being designed for 

residents, employees of administrative buildings, commercial premises, visitors, and guests. Access 

to the car park is from Lvovo street, on the land used for the easement of the public roads. The exit 

of the underground parking is designed to Krokuvos street. Elevators and evacuation staircases are 

designed to reach underground from every building of the complex. To reach the inner outdoor 

square of the complex from the underground, three open staircases with elevators are designed for 

visitors. There is separate bicycle storage for residents and office workers in the underground 

parking. Additionally, bicycle parking spaces are designed inside and outside the square, and in 

Kernavės square too. 

Short-term parking lots are located on Lvovo street near the complex. 
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Scheme of visitor access and movement within the complex. Scheme of the movement of 
residents and office workers within the complex. 
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Project phasing 
          
            In order to ensure comfortable living and working conditions for the residents of the complex, 
it is recommended to develop the project in one construction phase. 
 
           However, if necessary, the project can be implemented in two stages.  
First stage - construction of the underground parking, administrative buildings and the central part 
of the square with greenery, as the development of the second stage will cause less discomfort for 
office workers than for the residents of the complex. 
Second stage - high rise residential tower, apartment building. Construction of the central part will 
be completed by covering it with a pergola. 
 
Sustainability 

The concept of the complex has taken into account people, nature, ecology, and well-being 
at all stages of its life cycle: from the selection of materials or construction to the operation of the 
buildings.  

Taking into account the amount of light in the rooms, it is proposed to install flexible control 
systems. Also, efficient ventilation systems are required to ensure fresh air in the buildings.  

The project uses ecological construction materials. The materiality solutions of load-bearing 
structures and finishes are wood and concrete, while the elements of well-being are rich in greenery 
and stone.  The choice of ecological materials ensures the longevity of the complex's buildings and 
the healthy lifestyle of residents and workers.  

An important aspect of the project is the infrastructure being organized around the plot, 
leaving the site free from cars and convenient for pedestrians. The traffic flow of service cars is 
organized around the complex in the surrounding streets, while residents and workers park their 
cars in the underground.  

The concept sustains long-term value for the buildings and the comfort for the people living 
and working in them. 
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Graphics and Visuals 
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TECHNICAL AND ECONOMIC INDICATORS 

GENERAL INDICATORS 

Nr. Title Quantity 

1. Area of site 12 634 m2 

2. Built-up area 7 580,40 m2 

3. Building density 60 % 

4. Building intensity 4,32 

5. Undergorund volume of the building 64 325,95 m3 

6. Overground volume of the building 239 772,68 m3 

7. Total volume of the building 304 098,63 m3 

8. Total overgorund area 54 544,00 m2 

9. Total underground area 19 059,54 m2 

10. Total area of building 73 603,54 m2 

 

11. Area of office premises 24 960,00 m2 

12. Area of residential premises 24 572,00 m2 

13. Number of apartments 359 

14. Area of commercial premises 5 012,00 m2 

15. Number of cars in the underground parking lot 602 

INDICATORS OF BUILDING A 

Number of floors of building A 24 floors 

Total area of building A 11 968,67 m2 

1 floor 

 Lobby 262,40 m2 

 Commercial space 263,00 m2 

Mezzanine floor 

 Lobby 58,09 m2 

 Technical area 181,07 m2 

 Conference rooms 181,17 m2 

2-8 floors (one-two-room apartments) 

 Total number of apartments 63 apartments 

 Total area of apartments 3 3311,77 m2 

9-14 floors (two- and three-room apartments) 

 Total number of apartments 42 apartments 

 Total area of apartments 2 919,96 m2 

15-20 floors (three- and four-room apartments) 

 Total number of apartments 24 apartments 

 Total area 2 894,88 m2 

21-23 floors (five rooms apartments) 

 Total number of apartments 6 apartments 

 Total area of apartments 1 364,13 m2 

24 floor 

 Total area of pool zone 532,20 m2 

INDICATORS OF BUILDING B 
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Number of floors of building B 12 floors 

Total area of building B 10 482,13 m2 

1 floor 

 Lobby 182,15 m2 

 Conference room 116,05 m2 

 Cafe 140,00 m2 

 Commercial space 205,00 m2 

 Store 600,00 m2 

Mezzanine floor 

 Lobby 127,50 m2 

 Conference rooms 42,59 m2 

2-12 floors  

 Total area of offices 9 068,84 m2 

INDICATORS OF BUILDING C 

Number of floors of building C 17 floors 

Total area of building C 15 563,57 m2 

1 floor 

 Lobby 147,10 m2 

 Kinder garden 400,00 m2 

 Food market 1000,00 m2 

Mezzanine floor 

 Kinder garden 423,03 m2 

2-17 floors (one-two-room apartments) 

 Total number of apartments 224 apartments 

 Total area of apartments 13 593,44 m2 

INDICATORS OF BUILDING D 

Number of floors of building D 17 floors 

Total area of building D 16 518,79 m2 

1 floor 

 Lobby 180,96 m2 

 Conference room 177,06 m2 

 Cafe 175,00 m2 

 SPA and sport club 650,00 m2 

 Commercial space 270,00 m2 

Mezzanine floor 

 Lobby 199,99 m2 

 Conference rooms 74,74 m2 

2-17 floors 

 Total area of offices 14 791,04 m2 
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Summary 
 The urban-architectural idea of the project is to maintain a balance between the city and 

nature by linking its characters together thus creating a good-quality living and working 

environment. The concept could be simply described as a forest in a city, because a green square is 

designed in the center of a complex and is filled with forest plants, playgrounds, outdoor 

workplaces, and recreational zones for residents and office workers. 

            People who live and work in the city need a balance between the urban environment and 

nature. Working in an office is perceived as a space in an urban context, surrounded by a 

multifunctional “concrete” infrastructure that grows out of the network of streets and sidewalks, 

transportation, and the dynamics of the city’s population. In the meantime, the living space is 

recognized as an area of privacy away from the noise of the city and is associated with peace, 

cleanliness, and relaxation.   

Spending much of their time outdoors in a city, residents need a connection to the natural 

environment and ecology. The core of the complex is a public square in the center with forest 

vegetation, covered with a wooden glazed pergola.  This main square connects all buildings with 

different programs and is a place for rest, events, outdoor cafes, and restaurants. From a vertical 

point of view, the pergola divides the building complex into two levels. One – public space, a square, 

another – working and living private space. The pergola then acts like rain and sound barrier. 

            The complex is divided into four parts to make buildings thinner and do not dissonate with 

the existing context. Those four vertical elements are located asymmetrically in a chess-like order to 

make the complex view multilayered when observing from the city center. The heights of the 

buildings gradually decrease from east to west and compositionally complement the curve of the 

urban hill of the right bank of the Neris River. 

 

Santrauka 
            Urbanistinė  ir  architektūrinė  projekto įdėja - išlaikyti balansą, susiejant  miesto ir gamtos 
charakterius ,sukuriant kokybišką gyvenimo ir darbo aplinką.  Kompoziciją apjungia bendra 
komplekso įdėja – miškas mieste. 
           Žmonėms  gyvenantiems ir dirbantiems  mieste reikalingas balansas tarp urbanizuotos 
aplinkos ir gamtos.  Darbas biure suvokiamas kaip erdvė miesto kontekste, 
apsupta  daugiafunkcine  „betonine“  infrastruktūra, išaugančia iš gatvių ir šaligatvių tinklo, 
transporto ir miesto gyventojų dinamikos.  Gyvenama erdvė  suvokiama kaip  privatumo zona 
atitolusi nuo miesto triukšmo ir asocijuojasi  su  ramybe, švara ir poilsiu. Praleidžiant daug laiko 
mieste gyventojui reikalingas ryšys su gamta ir ekologija. 
          Todėl komplekso viduje projektuojama žalia erdvė - aikštė su su miško augmenijos plotu, vaikų 
žaidimo aikštelėmis, poilsio, lauko darbo vietos, bendravimo zomis skirtomis komplekso 
gyventojams, administracinių pastatų darbuotojams.  Komplekso branduolys -  bendro naudojimo 
aikštė,  dengta medine  įstiklinta pergola, apjungianti skirtingos funkcijos pastatus kurie 
išdėstomi  išlaikant tarp jų kuo didesnę erdvę . 
           Komplekso  tūris, skaidomas į keturias dalis siekiant pabrėžti statinių liaunumą kuris nedisonuotų savo 
gabaritais  su  esamais pastatais pirmajame ir antrajame dešiniojo upės kranto kvartalo planuose. Todėl 
pastato planinė ir turinė kompozicija kuriama iš keturių vertikalių  kurios yra prastumtos viena kitos 
šachmatine tvarka, matomos nuo kairiojo upės kranto, nuo kurio yra pagrindinė šio kvartalo apžvalga. 
Taškinis, asimetrinis pastato turių išdėstymas sklype suteikia  kompleksui  daugiaplaniškumo žiurint nuo 
miesto centro pusės. Skirtingų aukščių pastatų turiai laipsniškai žemėja iš rytų į vakarus  ir kompoziciškai 
papildo dešiniojo Neries kranto urbanistinės kalvos išklotinę. 

 


